
•	 Very high 
compressive and 
flexural strength 

•	 High pot life
IC PRECIGROUT
HIGH STRENGTH CEMENTITIOUS 
GROUT

General Purpose High Strength Cement 
based grouting material designed to transfer 
load effectively and safely, ensuring grouting 
precision and durability of structure complies 
and exceeds the guidelines provided in ASTM 
C 1107 and BS EN 1504.

DESCRIPTION 
IC PRECIGROUT is General Purpose cement based 
grouting material designed to transfer load effectively and 
safely, ensuring grouting precision and durability of structure. 
IC PRECIGROUT imparts high initial and ultimate flexural 
and compressive strength.

APPLICATION SURFACES	 
Suitable for cement concrete surfaces for precision 
grouting where it is essential to withstand static and 
dynamic loads.

INSTRUCTIONS FOR USE	 

Hammer out all loose material on the surface of application. 
Surface must be rough and profiled for developing bond with 
IC PRECIGROUT. 
IC PRECIGROUT powder is mixed with  recommended water 
ratio for 4-5 minutes. Mix thoroughly to obtain homogeneous 
mass. 
Let the grout stand for 5 minutes and re-mix for 2-3 minutes 
to ensure optimum dispersion and lump free paste.
The mixture should be applied within 30 minutes of mixing 
with water.  
Place grout on one side, flowing to opposite and adjacent 
sides, to avoid entrapment of air. The prepared grout material 
can be reused within the pot life. Excess material should be 
cleaned immediately after the application.
Ensure that IC PRECIGROUT remain moist after application 
for at least for 7 days for attaining desired strength.

APPLICATIONS 
All kinds of Grouting work. Setting Stanchion /turbine 
base plates. Grouting of precision machinery and precast 
elements. Setting high strength anchor bolts. Steel column 
pads. Plugging of holes in concrete, etc.

WARNINGS AND 
RECOMMENDATIONS 

•	 IC PRECIGROUT should be applied when the ambient 
temperature is 8 to 35oC and rH is > 50% to avoid fast 
drying.

•	 Mix IC PRECIGROUT thoroughly and wait for 5 minutes 
and mix again before using.

•	 Do not add extra water to adjust consistency of 
ICPRECIGROUT mix.

•	 Clean the area to be grouted and the anchors to ensure 
full bond.

•	 Do not disturb the finished top layer after the material 
has started to harden to avoid development of cracks.

•	 Use within 6 months from the date of manufacturing 
when kept in unopened bags and prescribed storage 
conditions.

•	 Open areas should be protected from rain, wind and 
other aggressive climatic conditions for first 24 hours of 
grouting.

•	 IC PRECIGROUT is non- toxic, however, as with any 
cementitious material, avoid prolonged contact with 
skin and dust inhalation.
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Manufactured and Marketed by



IC PRECIGROUT
HIGH STRENGTH CEMENTITIOUS GROUT

AVAILABLE PACK SIZE 
IC PRECIGROUT is available in 40 kg sacks.

NOTE 
The recommendations for use are based on our own knowledge and experience. The technical data provided 
have been obtained under normal laboratory conditions, and may therefore vary according to the environmental 
conditions in the place where the product is used. As the application conditions are beyond our control, the 
information provided here does not imply that the company accepts responsibility for any variations.

Name ................................................................................

Mobile ...............................................................................

Email .................................................................................

TECHNICAL FEATURES 

Bulk Density 1.2-1.3 kg/l

Fresh wet density 2.3-2.4 kg/l

Water demand 15-17%

Linear coefficient of Thermal 
Expansion 8-9x10-6 mm/mm/oC

REGISTERED OFFICE:
Infinity Benchmark, 11th Floor, Plot No. G-1, Block EP & GP, Sector V 
Salt Lake, Kolkata - 700 091, West Bengal, India 
Phone: +91 (033) 4080 3000, Fax: + 91 (033) 2357 6653, E-mail: info@capaindia.in
WORKS:
Plot No. B 300, Ajaymeru Palra, RIICO Industrial Area, Ajmer - 305025, Rajasthan, India 
Phone: +91 (0145) 2970337
www.capaindia.in

Modulus of Elasticity in 28 days 45-50 GPa 

Pot life 35 - 45 mins.
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Compressive strength in N/mm2

> 35 (01 Day) 
50-60 (03 Days) 
65-70 (07 Days) 
> 85 (28 Days)

Flexural strength in N/mm2 7-8 (07 Days) 
11-12 (28 Days)


